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ram 1000/ ram 5500 Types of Installations

REAR INSTALLATION GATE SHOWN
Fully Open

No tail on gate required

CENTER INSTALLATION
GATE SHOWN Fully Open

No tail on gate required

FRONT INSTALLATION
GATE SHOWN Closed

Tail on gate required

Top View

Front View

Top View

Front View Hidden Wall

Wall

TAIL

Inside
Property

Inside
Property

Inside
Property

WARNING:

Outside
Property

Outside
Property

Outside
Property

USE ONLY CHAIN
GUARDED PULLEYS

WARNING:
USE ONLY CHAIN

GUARDED PULLEYS

Figure 9

Figure 10

Figure 11
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Figure 12

Loop SENSOR INSTALLATION

Reversing Loops on the ground floor, prevents gate from closing when vehicle is in loop area.
Exit Loops on the ground floor, opens gate when vehicle crosses loop area.

Ramset Gate Operators should always be installed with non-contact sensing devices such as
Loop Detectors, Photo Eyes or the equivalent.

A non-contact sensor (photoelectric sensor or equivalent) and a contact sensor (edge 
device or equivalent) is required on each individual installation to comply with UL325.WARNING

To adjust gate travel, depress spring loaded bracket and spin each Adjustment Nut to the required position 
(Figure 13, 14). L.E.D. must turn on to indicate position open or close when limit switch is activated by limit 
switch adjustment nut.

Gate Travel Adjustment
Turn power off before attempting adjustment

Adjustment
Nuts

Depress spring loaded bracket
to free adjustment nuts

Ram 1000 / 5500

Depress spring loaded bracket
to free adjustment nuts

Ram 100

Adjustment
Nuts

Figure 13 Figure 14
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MASTER / SLAVE INSTALLATION
(RH) Right Hand operation requires Dip Switch
(C7) "Left/Right" to be ON.

Dip Switch “C”

Three pushbuttons are located under the dip switches for operation of the gate (see Figure 15). The opening,
stop and closing buttons can be utilized to set limit switches and verify proper system operation when
installing or servicing an operator.

Opening
Pressing this button will cause the gate to open.

Stop
Pressing this button will cause the gate to 
stop moving.

Closing
Pressing this button will cause the gate to close.

Reset E.R.D. Board
Push all three pushbuttons for approximately 
5 seconds.  All three L.E.D.’s should blink.

L.E.D.’s light up when Opening,
Closing or Stopped

“Intelligate” Control Board

PUSHBUTTON CONTROLS

Figure 16

Figure 15
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“Intelligate” Control Board

Figure 17

DIP SWITCH “A”

DIP SWITCH “B”

Dip Switch “A” 4 - 1/2 hP ERD  

Dip switch A4 works with Dip switch B8

DIP    A4 B8 Sensitivity

OFF OFF Most Sensitive 

ON OFF 1/2 Hp — Medium Sensitivity

OFF ON 3/4 Hp — Medium Sensitivity

ON ON Least Sensitive

Dip Switch “B” 8 - 3/4 hP ERD

Dip switch B8 works with Dip switch A4

DIP    A4 B8 Sensitivity

OFF OFF Most Sensitive 

ON OFF 1/2 Hp — Medium Sensitivity

OFF ON 3/4 Hp — Medium Sensitivity

ON ON Least Sensitive

Dip Switch “B” 2; “PRE WARN”

Used with jP2 “Relay Connections”: pins 7 & 8. 
Triggers a relay, for an alarm or light (not included),  for 3 sec-
onds before the gate will move in any direction.

Sw. Function:

ON Triggers the relay on jP2 pins 7 & 8 for 3 seconds. 

OFF Regular working conditions

Dip Switch “B” 3; “CONSTANT WARN”

Used with jP2 “Relay Connections”: pins 7 & 8. 
Triggers a relay, for an alarm or light (not included),  to be ac-
tive anytime the gate is in motion.

Sw. Function:

ON Triggers the relay on jP2 pins 7 & 8 while the gate  
is moving

OFF Regular working conditions

Dip Switch “B” 1; Not in use at this time.

Leave in the ‘Off’ position.

Dip Switch “B” 4,5,6 & 7; Not in use at this time.

Leave in the ‘Off’ position.

Dip Switch “A” 1, 2 & 3; 
AUTOMATIC TIMER TO CLOSE GATE

‘0’ is “OFF” ‘1’ is “ON”

Switch    1    2    3 Gate Open Duration:

1    1    1 60 seconds

1    1    0 45 seconds

1    0    1 30 seconds

1    0    0 15 seconds

0    1    1 10 seconds

0    1    0 05 seconds

0    0    1 00 seconds

0    0    0 Disabled - command required to close

DIP SWITCH CONFIGURATION
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DIP SWITCH CONFIGURATION

Dip Switch “C” 2; “FULL REv ERD”

Changes how long a gate will reverse when an obstruction is 
met when closing.

Sw. Function:

ON Reverses until the open limit is reached 

OFF  Reverses for 2 seconds and stops again.

Dip Switch “C” 7; “LEFT / RIGhT”

Sw. Function:

OFF Left hand installations - All operators come factory 

ON Right hand installations - Reverses motor & limit 
switches without moving any wires.

Dip Switch “C” 3; “RADIO CYCLE”

Sw. Function:

OFF Normal Operation - gate only opens and closes on 
the limit switches. If the gate is in travel then it will 
always open.

ON Cycle mode - gate opens and closes on the limit 
switches,	but	if	in	travel,	then	it	will	stop	with	a	fi	rst	
command and reverse with a second command.

Dip Switch “C” 4; “ONE PASS”

Sw. Function:

OFF Normal Operation - fully opens and closes

ON One pass mode - The gate will open until “the re-
versing loop” is initially activated and then cleared, 
the gate will then close. If the “reversing loop” 
is then activated again, before the gate is fully 
closed, the gate will stop until the “reversing loop” 
is cleared, then continue to close.

Dip Switch “C” 1; “SECURE CLOSE”

Sw. Function:

OFF Normal Operation

ON When power is lost, then regained, control board 
checks status of the gate. If open and safety de-
vices are cleared, gate will close automatically.

Dip Switch “C” 5; “CLOSE DELAY”

One second delay on the closing of the gate.

Dip Switch “B” 8; Not in use at this time.

Leave in the ‘Off’ position.

Dip Switch “C” 6; “OPEN DELAY”

One second delay on the opening of the gate.

DIP SWITCH “C”

 WARNING:
When installing or servicing an operator, make sure switch 
“C” 1 is ‘Off’. If switch “C” 1 is ‘On’, the gate will move when 
power is applied and severe injury may occur. 



14

RAMSET

www.ramsetinc.com

R
A

M
 1

00
 • 

10
00

 • 
55

00

Limit Switches

Radio
Receiver

Figure 18

Terminal strip Connections
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Terminal # 1 - Common:
Low voltage common.

Terminal # 2 - Rev loop:
Stops the gate from closing. If the gate is open, 
it holds the gate open. If the gate is closing, it 
stops and reopens the gate. If the gate is closed, 
the gate will remain closed. The function can be 
altered with Dip Switch “C” 4 (see “Dip Switch 
Configuration”). Used with loop detectors, photo 
eyes, safety edges…etc. Becomes active with a 
closed contact to common.

Terminal # 3 - Close:
Closes the gate. Used with three button stations 
or pushbuttons. Becomes active with a closed 
contact to common.

Terminal # 4 - Firebox:
Opens the gate. Used with fire department key 
switches & controls. Opens with closed contact 
to common. Closes immediately when closed 
contact on common is removed.

Terminal # 5 - Exit:
Opens the gate. Used with loop detectors, photo 
eyes, keypads, phone entry systems, three-but-
ton stations…etc. Becomes active with a closed 
contact to common.

Terminal # 6 - Phantom:
Keeps the gate open when the open limit switch 
is activated. Used with loop detectors. Becomes 
active with a closed contact to common.

Terminal # 7 - radio:
Operation depends on dip switch “C” 3 (See “Dip 
Switch Configuration”). Used with an RF receiver 
or pushbutton. Becomes active with a closed 
contact to common.

Terminal # 8 - Edge:
When triggered the gate will stop. The gate will 
remain stopped until the detector is cleared. Once 
the detector is cleared, the operator will resume

normal operation. If triggered twice before 
reaching a limit switch, the alarm will sound for 
6 minutes and the control board will not accept 
any commands. After the 6 minutes the 24 VDC is 
removed from the alarm connection and the board 
resets to normal operation.

Terminal # 9 and 10 - Limit 1 & Limit 2:
Direction depends on Dip Switch “C” 7 (See “Dip 
Switch Configuration”). Stops the motor from 
moving in one direction. These wires are preset in 
factory and should not be moved. Becomes active 
with a closed contact to common.

Terminal # 11 and 12 - Common:
Low voltage common.

Terminal # 13 - +24 VAC:
Provides 24 VAC for peripheral accessories.

Terminal # 14 and 15 - Mag (-) & Mag (+): 
Supplies 24 VDC to a Magnetic Lock when the 
gate is closing or closed. If gate is opening or 
opened, then no power is supplied. Leave open 
if not used.

Terminal # 16 - m brake:
Used ONLY on the Ram 50 Operator. If while 
the gate is closed someone or something tries to 
manually open the gate without a proper signal 
(keypad, exit loop, radio signal…), the motor will 
lock up for 6 minutes. After the 6 minutes, the 
operator will then secure close the gate.

Terminal # 17 and 18 - Motor 1 & Motor 2:
Supplies power to the motor. Direction depends 
on Dip Switch “C” 7 (see “Dip Switch Configura-
tion”). These wires are preset and connected in 
the factory and should not be moved.

Terminal # 19 and 20 - AC Hot & Neutral:
110 VAC or 220 VAC to power the operator. 
Voltage is predetermined at factory and cannot be 
changed by the installer or technician.

Terminal strip Connections
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Power Transformer
40VA.

Dipswitches
Automatic Timer, Prewarn,
Constant Warning, Secure Close,
Full Reverse ERD, Radio Cycle, 
One Pass, Low / High ERD,
Adjustment, Close Delay,
Open Delay and Left / Right. 

Relay Connections
Indicator lights, alarms and sirens.

Reverse Loop

Exit Loop

Phantom Loop

Microprocessor
Reprogrammable, controls

all functions of the operator.

ERD
Self adjusting, with low
and high adjustments.

3 Button Station
Open - Stop - Close

Foot Pedal Plug
Stops the motor from running
while the foot pedal is engaged.

Master / Slave Plug
Synchronizes movement between two 
gates.  3 wires (A-, B- and Common).

Standard Connections
Reverse Loop, Fire Box, Exit Loop,
Phantom Loop, Radio, Edge Sensor,
24 VAC and Magnetic Lock.

3 Button Station

pl
ug

-in

jP10

jP9

jP3

jP11

jP7

pl
ug

-in

jP2

ramset “Intelligate” Control Board

Introduction:

Ramset’s “Intelligate” Control Board works 
with Sliding, Swinging and Overhead vehicular 
gate operators. It is controlled by a program-
mable microprocessor that reads and precisely 
executes all functions of the Control Board. 
The Control Board is powered by a separate 
mounted 24 VAC transformer. This allows no 
necessary board modifications between 110  

 
 
VAC and 220 VAC single-phase applications. 
Some of the functions of the Control Board 
are: 0 - 60 seconds automatic close timer, self 
adjusting E.R.D. with low and high setting, 
constant warning, prewarning, secure close, 
one pass, open & close delay, left/right hand 
operation, plug-in loop detectors and RS485 
three wire master/slave connection.

Figure 19
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JP9 - Input Power: 
1,2) 24 VAC power. 
Connection from external transformer to 
power Control Board.

	J P3 - 3 Button: 
	 1) Open  2) Stop  3) Close  4) Common 
	 Used with a 3-button station to open,
stop, and close the gate. The open and close are
normally open connections and the stop is a nor-
mally closed connection, remove jumper wire when 
connecting 3 button station. Common and stop are 
also used with a photo eye used to protect the 
backplane of the operators.

1) 24 VDC.	 5) Relay Common
2) 24 VAC	 6) Fully Closed-N.C.
3) 5 VDC	 7-8) Constant/Prewarn
4) Fully Open-N.O.	 9-10) E.R.D. Alarm.

	 If E.R.D. is triggered twice before reaching a limit, 
24 VDC is supplied to sound an alarm (included with 
operator).

JP2 - Relay Connections:

	J P7 - Master/Slave plug: 
	 1) A  2) B  3) Common
	 Used to synchronize the operation be-
tween two gates. A three-wire, Shielded cable is 
needed to run from the A, B, & Common (JP7) of 
the master P.C.B. to the A, B, & Common (JP7) of 
the slave P.C.B.

	J P10 - Loop Inputs:
	 1-2) Reverse  3-4) Exit  5-6) Phantom
	 Use with ILD-24s, Loop wires should 
be connected to this plug.

JP4, JP5 & JP8 - Reverse, Exit & Phantom 
Sensor:
	 Used with the Ramset ILD-24 plug-in loop 
detector. The Loop wires should be connected into 
the “LOOP INPUTS” plug.

Fully Open N.O. (works with relay common)- 
Relay rated at 125 VAC, 2 amps. Normally open con-
nection. Open contact occurs until the open limit is 
triggered. When the open limit is triggered, a closed 
contact occurs.

Relay Common - Relay rated at 125 VAC, 2 amps. 
The common of the Fully Closed N.C. relay and the 
Fully Open N.O. relay.

Fully Closed N.C. (works with relay common) 
Relay rated at 125 VAC, 2 amps. Normally closed 
connection. Closed contact occurs until the closed 
limit is triggered. When the closed limit is triggered, an 
open contact occurs.

Wire board connections

	 JP11 - Foot Pedal Plug: 
	 Stops the motor from running while
	 the foot pedal is engaged.
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Parts Diagram
RAM 100

Figure 20
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RAM 1000 • RAM 5500

Figure 21
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bill of materials for:  Ram 100 • RAm 1000 • ram 5500
Item Part # PART DESCRIPTION RAm 100 RAm 1000 RAm 5500

1 800-00-00 Chassis - Ram 100 1
2 800-00-01 Chassis - Ram 1000/5500 1 1
3 800-02-03 Gear Reducer - Size 43, Ratio 30:1 (C-Face) 1
4 800-02-06 Gear Reducer - Size 60, Ratio 30:1 (C-Face) 1 1
5 800-04-00 Motor, C-Face - 120 VAC 1/2 HP 1 1
6 800-04-02 Motor, C-Face - 120 VAC 1 HP 1
7 800-06-08 Sprocket - 41B12 x 1/2" 1
8 800-06-09 Sprocket - 41B15 x 3/4" 1 1
9 800-12-03 Shaft, Limit Switch - 1" - 14 x 10 3/4" (6 1/2" of thread) 1 1

10 800-12-04 Shaft, Limit Switch - 1/2" - 11 x 10 1/4" (6 3/8" of thread) 1
11 800-14-00 Cover, Polyethylene - Ram 100 1
12 800-14-01 Cover, Polyethylene - Ram 1000/5500 1
13 800-14-20 Cover, Metal Control Board 1
14 800-20-00 Limit Switch - Ram 100 2
15 800-20-01 Limit Switch - Ram 1000/5500 2 2
16 800-20-20 Limit Switch - Foot Pedal 1 1 1
17 800-20-50 Limit Switch Nuts - Ram 100 2
18 800-20-51 Limit Switch Nuts - Ram 1000/5500 2 2
19 800-22-02 Spring - 1/2" x 2" 1 1 1
20 800-22-04 Spring - 1/4" x 1/2" 2 2 2
21 800-24-20 Pedal Release Fork - 3 3/4" x 2 3/4" 1
22 800-24-21 Pedal Release Fork - 3 7/8" x 2 13/16" 1 1
23 800-44-03 Bearing, Sealed - 3/4" 2 2
24 800-44-04 Bearing, Sealed - 6202RS x 1/2" 2
25 800-52-00 Chain - #40 (10ft per box) 2 2
26 800-52-02 Chain - #41 (10ft per box) 2
27 800-52-21 Chain, Limit - #41 x 22" (22 Links) 1 1
28 800-52-30 Chain Bolt - 1/2" - 13 x 3 1/4" 2 2 2
29 800-54-15 Bracket, Chain (Left) - 3/8" x 2" x 2" x 3 1/4" 1 1 1
30 800-54-16 Bracket, Chain (Right) - 3/8" x 2" x 2" x 3 1/4" 1 1 1
31 800-54-75 Bracket, Spring Loaded - Ram 100 - 6 1/2" x 1 1/4" 1
32 800-54-76 Bracket, Spring Loaded - Ram 1000/5500 - 6 3/4" x 7/8" 1 1
33 800-60-00 Transformer, 120/240V to 18VAC - 40VA UL 1 1 1
34 800-60-10 Switch, Rocker 1 1
35 800-62-00 Control Board - Intelligate 1 1 1
36 800-64-00 Edge Connector - 20 Pin 1 1 1
37 800-66-00 Lexan Control Board Cover - 9 1/4" x 15 1/4" 1 1
38 800-68-01 Instruction Manual 1 1 1
39 800-70-10 Collar, Limit Shaft - 1/2" 2
40 800-70-11 Collar, Limit Shaft - 3/4" 2 2
41 800-70-20 Horn Alarm Buzzer 1 1 1
42 800-70-55 Radio Receiver Terminal 1 1 1
43 800-70-75 Shelf, Accessories 1 1
44 800-70-99 Warning Sign For Gates - Slide/Swing 2 2 2
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bill of materials for:  Ram 100 • RAm 1000 • ram 5500
Item Part # PART DESCRIPTION RAm 100 RAm 1000 RAm 5500

45 800-75-20 Foot Pedal Release Assembly - Ram 100 1
46 800-06-11      Sprocket, Clutch Release - 41B21H 1
47 800-22-00      Spring - 1 1/4" x 1 1/4" 1
48 800-24-00      4-Pin Disc 1
49 800-40-16      Washer, Flat - ID 1 1/16" : OD 2" 2
50 800-58-20      Arbor, Foot Pedal Release 1
51 800-70-86      Snap Ring, External - 1 1/2" 1

52 800-75-21 Foot Pedal Release Assembly - Ram 1000/5500 1 1
53 800-06-12      Sprocket, Dual Foot Pedal Release - 41B25/27 1 1
54 800-22-01      Spring - 1 1/4" x 3/4" 1 1
55 800-24-01      4-Pin Disc 1 1
56 800-40-16      Washer, Flat - ID 1 1/16" : OD 2" 1 1
57 800-58-21      Arbor, Foot Pedal Release - 1 " 1 1
58 800-70-86      Snap Ring, External - 1 1/2" 1 1

59 800-75-30 Idler Wheel Assembly - Ram 100
60 800-36-64      Bolt, Hex Head - 5/8" - 11 x 3 1/2" 1
61 800-70-30      Idler Wheel, UHMW - 2 1/2" x 1 1/4" - I.D. 5/8" 1

62 800-75-31 Idler Wheel Assembly - Ram 1000/5500 1 1
63 800-36-64      Bolt, Hex Head - 5/8" - 11 x 3 1/2" 2 2
64 800-46-01      Bushing, Idler Wheel Sleeve - ID 5/8" : OD 7/8" x 1 11/16" 2 2
65 800-70-31      Idler Wheel, UHMW - 3 1/2" x 1 1/2" - I.D. 7/8" 2 2
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Gate entrance Safety Precautions

1.	 Never let children operate or play with gate con-
trols. Keep the controls away from children.

2.	 The entrance is for vehicles only. Pedestrians 
should use a separate entrance.

3.	 Always keep people, children and objects away 
from the gate while the gate is in operation. No one 
should cross the area of a moving gate.

4.	 No opening devices such as a keypad, cardreader 
etc., should be installed close to the gate, where 
the gate could possibly cause injury.

5.	 Use warning signs attached on both sides of the 
gate.

 Important Safety Instructions

WARNING Not following these instructions may cause severe injury or death to persons
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 Ask your technician about all the features of our 
	 new Ramset operator.

 Safety devices, such as reversing loops, phantom 
	 loops, photo eyes, or miller edges must be installed  
	 on your gate before the operator may be used. Ask  
	 your technician which safety devices best suit your  
	 safety needs.

 Read your warranty certificate and fill out your
	 warranty extension card. Return the warranty card,  
	 via certified mail, to Ramset within 90 days of 
	 purchase:

		  Ramset Automatic Gate Services, Inc.
		  9116 De Garmo Ave.
		  Sun Valley, CA. 91352

 Never let children operate or play with gate controls. 
	 Keep the controls away from children.

 The entrance is for vehicles only. Pedestrians 
	 should use a separate entrance.

 Always keep people, children and objects away 
	 from the gate while the gate is in operation. No one 
	 should cross the area of a moving gate.

 Use the emergency release only when the gate is 
	 not moving & power is turned off to the unit.

 Have the technician give you a demonstration of 
	 how to use the emergency release.

 Keep gates properly maintained. Have a qualified 
	 gate technician service the gate operator and gate  
	 hardware every six months to a year. This includes  
	 checking of safety devices, E.R.D. and battery back  
	 up systems.

 Warning signs must be placed on every gate in a 
	 highly visible area.

 To reset the audible alarm on the gate operator you 
	 must turn the power of the unit off for approximately  
	 10 seconds, then back on.

 Always keep a good relationship with your
	 technician and keep his or her number handy for  
	 future maintenance or emergencies.

Important information for the homeowner

Ramset wishes to thank you for trusting 
us to meet your gate operator needs
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TROUBLESHOOTING Table

CONDITION POSSIBLE CAUSES SOLUTION

NO LIGhTS ARE ‘ON’.

1. Circuit breaker popped.
2. 1/2 amp. fuse blown.
3. Power supply damaged on  
    Control Board.

1. Reset circuit breaker.
2. Replace 1/2 amp. fuse.
3. Return Control Board for repair.

GATE MOvES A COUPLE
OF FEET AND ThEN
REvERSES.

1. E.R.D. too sensitive.

1. A) for 1/2 hp motors: turn dip switch
   “A” 4 ‘On’.
    B) for 3/4 hp motors: turn dip switch
   “B” 8 ‘On’.

“EXIT” L.E.D. IS ALWAYS 
‘ON’.

1. Faulty accessory connected to 
    the “Exit”.

1. Disconnect all accessories, including 
    plug-ins, using the “Exit” input. If
    problem persist, contact Ramset.

“REv LOOP” L.E.D. 
ALWAYS ‘ON’.

1. Faulty accessory connected
    to the “Rev Loop”.

1. Disconnect all accessories, including 
    plug-ins, using the “Rev Loop” input.
    If problem persist, contact Ramset.

“RADIO” L.E.D. ALWAYS 
‘ON’.

1. Stuck button on Transmitter
2. Faulty Receiver.

1. Check all transmitters.
2. Remove receiver.
    If problem persist, contact Ramset.

GATE DOESN’T OPEN.

1. Radio L.E.D. ‘On’.
2. 10 amp. fuse blown.
3. Opening accessory not
    functioning.

1. See above symptoms/solutions.
2. Check/replace 10 amp. fuse.
3. Check/replace opening accessory.

GATE DOESN’T CLOSE.

1. No lights are ‘On’.
2. Exit, Rev Loop, Radio L.E.D.‘On’.
3. 10 amp. fuse blown.
4. Thermal/overload button
    popped on motor.

1. See above symptoms/solutions.
2. See above symptoms/solutions.
3. Check/replace 10 amp. fuse.
4. Reset thermal/overload button on
    the back of the motor.

GATE DOESN’T CLOSE 
AUTOMATICALLY.

1. Dip switches “A” 1-3 are all ‘Off’.
2. Dip switch not on all the way.

1. Set dip switches “A” 1-3 for auto close.
2. Turn off dip switches “A” 1-3, then turn 
    the appropriate switches back ‘On’.

GATE AUTOMATICALLY 
OPENS, BUT DOESN’T 
AUTOMATICALLY CLOSE.

1. Motor direction wrong. 1. Turn on dip switch “C” 7 (left/right). 

RADIO/RECEIvER hAS 
NO RANGE.

1. Signal blocked.
2. Area not suitable for type of 
    Receiver.

1. Make sure antenna is in proper
    position & not shorted to chassis. 
2. May need to change to long range
    receiver.



9116 De Garmo Ave.  
Sun Valley, CA 91352   

Tel: (818) 504-2533  •  Fax: (818) 504-1141
www.ramsetinc.com




